Garage Scenes Mural Installation Instructions

Attach Directly to the Wall
For flat wall surfaces only
January 29, 2006

Required for Installation:
1.      Installation kit (included)

2.      10 ft long tape measure 

3.      Step Ladder 

4.      Pencil

5.      Level

6.      Scissors

Step-by-Step Direct to Wall Mounting Instructions:

1. Measure wall to ensure mural will fit in desired location. 
2. Mark center of the wall or ceiling where mural will be mounted. 

3. Mark the top right mounting point by measuring right of the center mark to ½ the mural width.* 
4. Mark the top left mounting point by measuring left of the center mark to ½ the mural width.*
*Note 1:  Be sure to make sure the left and right mounting points are level before proceeding. 

5. Cut three 12 inch long strips from the supplied hook and loop fasteners. 

6. Attach one of the three loop fasteners to the wall at the center mark. 
7. Attach the other two loop fasteners to the wall inside both the left and right mounting points identified in steps 3 and 4 above. 
8. Attach the three remaining hook fasteners to the left, center, and right positions across the back of the top edge of your mural. 
9. Cut eight 6 inch long strips from the supplied hook and loop fasteners. 
10. Use four of these hook and loop fasteners to attach the left side edge of the mural to the wall. 

11. Use the other four hook and loop fasteners to attach the right side edge of the mural to the wall for a nice flush finish. 

